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Equipment and weight:

Weights (line 2.1) are based on the following

specifications:

H8.00-12.00XM-6 - Complete truck with open

operator module with 5400 mm 2-stage lfl mast, 

2350 mm standard carriage and 1220 mm forks.

(Note: Truck weight with fully equipped cab

instead of open operator module adds 400 kg

to the total weight of the truck. 50 kg should be

added to the  rear axle loadings and 350 kg to

the front axle loadings.)

Forks:

H8.00XM-6, H9.00XM-6: 

65 x 200 x 1 220 mm long

H10.00XM-6, H12.00XM-6: 

75 x 200 x 1 220 mm long



H13.00XM-16.00XM-6
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See p7 for explanation of footnotes
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Equipment and weight:

Weights (line 2.1) are based on the following

specifications:

H13.00-16.00XM-6 - complete truck with open

operator module with 5400 mm 2-stage lfl mast, 

2500 mm standard carriage and 1370 mm forks.

(Note: Truck weight with fully equipped cab instead of

open operator module adds 400 kg to the total weight

of the truck. 50 kg should be added to the  rear axle

loadings and 350 kg to the front axle loadings.)

Forks:

H13.00XM-6, H14.00XM-6, H16.00XM-6: 

90 x 200 x 1 370 mm long
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Mast and capacity information

The capacities quoted are in conformance with the ISO

1074 standard for stacking and travelling


